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Professional laminator

Laminator - OPUS profiLAM Junior A3

Catalogue number: 400294

Professional laminator with hot rollers technology.

Parameters
Brand OPUS
Maxi laminati

aximum laminating A3
format
Maximum laminating .

450 mm/min

speed
Maximum foil thickness 250 ym
Maximum document 1 mm
thickess (including film)
Warm-up time 2 min
Temperature range 65-150°C

Description

OPUS profiLAM Junior A3

Professional laminator with hot rollers
technology, ensures the highest quality of
lamination. Laminator is equipped with
temperature control, allowing you to choose

the most optimal variant of lamination. High

quality, robust construction.



Parameters

Brand OPUS
Maximum laminating format A3
Maximum laminating speed 450 mm/min
Maximum foil thickness 250 ym
Maximum document thickess (including film) 1 mm
Warm-up time 2 min
Temperature range 65-150°C
Speed quantity 1

Rollers quantity 4

Type of rollers cushioned
Heating system hot rollers
Power 550 W

Cold lamination no

Sound signals yes

Light signals yes
Microprocessor-controlled device yes

Tryb "Standby" ®© yes

Reverse yes

Net weight 7,20 kg
Gross weight 7,90 kg
Height 115 mm
Width 480 mm
Depth 211 mm
Device warranty 2 years

For the format Up to A3 format
Laminator feature Hot lamination

Gallery




Find a product on:

https://en.opus.pl/laminator-opus-profilam-junior-a3



